RADIOSHACK CAT. NO. 64-018 


No: 7079 

Section V (Health Hazard Data) 

Routes of Entry: 

Inhalation? Yes Skin? No Ingestion? Yes Other None 

Health Hazards (Acute and Chronic) 

Acute: Weakness, vomiting, loss of appetite, convulsions, stupor and possibly coma. 

Chronic: Weakness, insomnia, hypertension, slight irritation of the eyes, headache, possible paralysis. Chronic 
overexposure to lead may result in damage to blood-forming, nen/ous, urinary and reproductive system. 

Caiifomia Proposition 65 Warning I This product contains a chemical known to the state of California to caus< 
cancer, and that may cause birth defects or other reproductive harm. 

Carcinoaenicitv: NTP? No lARC Monographs?Yes OSHA Regulated? No Other? No 

Formaldehyde formed during the decomposition of rosin flux is listed as a suspected human carcinogen by ACGIH. 

Lead listed by lARC as 2B. 

Signs and Symptoms of Exposure: 

Dustj vapor and or fumes may be irritating to skin, eyes and respiratory system. 

Medical Conditions Generally Aaaravafed bv Exposure: 

Note to physicians: Lead and its inorganic compounds are neurotoxins which may produce neuropathy. Rosin is an 
allergen. 

Emergency First Aid Procedures 

Eyes: Flush with copious quantities of water. Get medical attention. 

Skin: Wash with soap and water 

Inhalation: Remove from exposure. Get medical attention if experiencing effects of overexposure. 

Ingestion: Get immediate medical attention. 

iSection V! (Precautions for Safe Handling and Use) I 

Steps to be Taken in Case Material is Released or Spilled: 

Particulate matter should be stored in dry containers for later disposal. Dust material should be vacuumed or wet 
swept Do not use compressed air or dry sweeping as a means of cleaning. 

Waste Disposal Method: 

Dispose of in accordance with local, state and federal regulations. Consult a licensed hazardous waste company. 

Precautions to be Taken In Handling and Storing: 

Wash hands with soap and water after handling solder. Store in dry area. Avoid skin contact. Avoid breathing 
smoke during soldering. 

Other Precautions: None known. 

jS^on VII (Control Measures) ] 

Respiratory Protection (Specify Type): 

As Specified by 29 CFR 1910.1025 (F) if exposure exceeds PEL 
Ventilation: 

Local exnaust ; Remove smoke from breathing area. Special: None needed 
Mechanical (General); Adequate Other None needed. 

Protective Gloves: Impervious 

Eve Protection: Face shield or safety glasses 

Other Protective Clothing or Equipment: 

Personal clothing and shoes should be protected from contamination. Eye wash station. 

Work/Hygenic Practices: 

Do not eat, drink or smoke in work areas. Wash hands thoroughly before eating or smoking. 
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Identil 


MSDS Date : 7/2/97 
Date Printed : 7/3/9 


3n60 (Sn60Pb40) CRYSTAL 505 

1% 


Faxback Doc. # 47310 

MSGS No: 7079 

3n60 <Sn60Pb40) CRYSTAL 505 


RADIOSHACK CAT. NO. 64-018 


Transportation Requirements: 


D.O.T. Hazard Class: N/A 
D.O.T. Proper Shipping Name: N/A 


UN/NACode: N/A 


D.O.T. Label Required; N/A 
Packing Group; ISI/A 


N.F.P.A. /Health: 2 
Reactivity: 0 
Fire: 0 


Hazardous Inoredients / Identity Information 


Hazardous Components 

CAS. 

Number 

OSHA ACGtH 

Pel TLV 

SARA 313 
Percent 

Lead 

7439-92-1 

0,05 mg/m ^ 0.05 mg/m ^ 

35-40 

Tin 

7440-31-5 

2 mg/m^ 2 mg/m ^ 

55-60 

Rosin core solder decomposition products as 
resin acids colophony 

8050-09-7 

Sensitizer. Reduce 
exposure as low as 
possible. 

1-3 


lection II /Physical / Chemical Characteristics' 









